
4#6#"(789:#6*;9(

•  <=,(&#6#"(#>('=,(&#+'0*+,";(=0?,(:,,+(0;;#&*0',$('=,(@!A(
6,?,6;(#>(B%06*'8(*+$,CD(

•  <=,(&=0+3,(>"#9(.0&1(;*E,(&#++,&2#+('#(B%06*'8(&#++,&2#+(
F0;($%,('#('=,(>0&'('=0'(&#6#";(+,,$(+#'(:,(0;;#&*0',$(F*'=(
;*E,G(0;(;*E,(#>('=,(&#+'0*+,";(0",(?*;*:68(,?*$,+'D(

•  <=*;(F*66(:,(=,6.>%6(*+(&6,0"(",&#3+*2#+(#>(B%06*'8(>"#9(0>0"D(
•  @;(@!A(3"0$,;(&=0+3,(#?,"(8,0";G(&#6#"(*;(0(9,",(

",.",;,+'02#+(#>(B%06*'8(0+$(;=#%6$(+#'(9*;*+',".",',$(*+(
0+8(F08('#(3"0$,;(HI3J(7/K(7LM(

•  N60&1(&#6#"(*;(0;;#&*0',$(F*'=('=#;,(."#$%&';(F=*&=(=0?,(
?0"*0+';(+#'(:0;,$(#+(B%06*'8(:%'(:0;,$(;#6,68(#+('8.,(#>(
0..6*&02#+D(O,+&,K('=,(:0;*&(:60&1(;=066(:,(%;,$D((

 

The	   information	  contained	   in	  this	  data	  sheet	  are	   indicative	  and	  correspond	  to	  the	  date	  of	  publication	  of	   this	  document.	  The	  above	  data	  are	  
based	   on	   laboratory	   tests.	   It	   is	   the	   reader's	   interest	   to	   ensure	   whether	   the	  most	   recent	   version	   of	   the	   data	   sheet.	   A	   safety	   data	   sheet	   is	  
available	  on	  request	  by	  our	  sales	  consultant.	  For	  more	  information,	  please	  contact	  the	  sales	  department.	  

Saheli	  Energy	  Solutions	  P.O.Box	  :	  500102	  Fax	  :	  +971	  44301710	  Dubai,	  UAE	  -‐	  info@saheli-‐lubes.com	  	  -‐	  www.saheli-‐lubes.com	  

 

	  

Product	  Data	  Sheet	  	  

Citro	  BHS	  
	  
Description	  and	  Applications	  
Saheli	  Citro	  BHS	   is	  a	  special	  oil	   for	  the	  brake-‐	  and	  hydraulic	  systems	  of	  Citroën	  passenger	  cars	  such	  as	  
XM,	  GS,	  GSA,	  BX,	  CX	  and	  C35	  van.	  Saheli	  Citro	  BHS	  is	  a	  mineral-‐based	  oil	  with	  excellent	  properties.	  	  
	  
Features	  and	  Benefits	  

• Very	  good	  and	  stable	  viscosity	  index.	  
• Very	  low	  pour	  point.	  
• Neutral	  to	  oil	  resistant	  seals.	  
• Good	  anti-‐foam	  properties.	  	  

	  
Applications	  
Saheli	  Citro	  BHS	  is	  recommended	  for	  all	  hydraulic	  operated	  parts	  of	  certain	  type’s	  Citroën	  cars.	  	  
	  
Specifications	  
Meets:	  
SAE	  J1704	  
	  

Test	  Parameters	   	  Test	  Method	   Typical	  Results	  
Density	  @	  15°C	  gm/cm3	   ASTM	  D	  4052	   0.846	  
Viscosity	  @	  40°C	  mm2/s	   ASTM	  D	  7042	   18	  
Viscosity	  @	  -‐40°C	  mm2/s	   ASTM	  D	  2602	   1150	  
Viscosity	  @	  100°C	  mm2/s	   ASTM	  D	  7042	   6.3	  
Viscosity	  Index	   ASTM	  D	  2270	   353	  
Pour	  Point	  °C	   ASTM	  D	  97	   -‐60	  
Flash	  Point	  	  (	  COC)	  °C	  	   ASTM	  D	  92	   105	  
Total	  Acid	  Number	  (TAN)	  mgKOH/g	   ASTM	  D	  974	   0.05	  

	  
	  
	  


